


Annex to AENOR Certificate Nº 034/002012

X
 

X X
  

N/A

Additional information given by the manufacturer (1)

 

AENOR MARK FOR CLAY ROOFING TILES AND FITTINGS
TECHNICAL FORM Nº: 0240234
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MANUFACTURER: TEJAS BORJA SAU
MADE IN: LLIRIA (VALENCIA)
TILE DESCRIPTION: CLAY ROOF TILE WITH SIDELOCK AND HEADLOCK EN 1304
BRAND NAME:

Length Width
Individuals 475 260

TBS+

PRODUCT TECHNICAL CHARACTERISTICS

MANUFACTURER GUARANTEED VALUES 
AENOR 

REQUIRED 
VALUES

REQUIRED Structural characteristics 
(% faults) ISO 2859-1 LCA 2,5 (I) LCA 2,5 (I)Nominal dimensions (mm)

Length tolerance (% )

EN 1024

± 2,0 ± 2,0Overlap   
Over and Under Tiles Width tolerance (% )

(not applicable in Over and Under 
tiles)

± 2,0

Category 1 Test method 1
Category 2 Test method 2

Frost resistance
Level 1 (nº cycles without damages ≥ 150) X

± 2,0Maximum width Minimum width
- -

Uniformity of the transverse 
profile (mm)

(Only for Over and Under Tiles)
N/A N/A

Impermeability

Camber/Twist (%) ≤ 1,5 ≤ 1,5
Level 2 (nº cycles without damages ≥ 90)

≤ 0,5YES NO
Impermeability  (D.2 RP 34.02)  X Individual 

Value ≤ 0,6 ≤ 0,6

OPTIONAL CHARACTERISTICS ANNEX D RP 34 02

Impermeability 
(cm3/cm2 * d)

Mean Value
EN 539-1

≤ 0,5

Frost Resistance  (D.3 RP 34.02)  X
TILE SKETCH Mean Value

D.2 RP 34.02

EN 539-2 ≥ 150 ≥ 150

D.3 RP 34.02 N/A N/A

N/A
Individual 

Value N/A N/A

Flexural strenght (N) EN 538 ≥ 1200 ≥ 1200

Frost resistance
 (cycles)

Unitary mass (in grams): 3500
Roof tiles number in m2 (with one decimal):   11
Length distance between battens (cm): 39,5 - 41

Fire reaction perfomance EN 13501-1

Circular Ridge, Crcular Hip Starter, Circular 3 Ways, Circular 4 Ways, Circular Straight End Cap, Circular curved end cap, Cover+ Ridge, Cover+ hip starter, Cover+ 3 ways, Cover+ 4 ways, Cover+ 
straight end cap, cover+ curved end cap, Under ridge, Straight edge left, straight edge right, curved edge left, curved edge right, Universal angular edge, Chimney d.140, Ventilation cap, Half TBS+, 
Tile and a Half TBS+, Ventilation TBS+, Chimney Carrier TBS+ d.130.

(1) This information is out  of the AENOR Mark and ENAC accreditation scopes. AENOR  is not responsible for the information in this square

Surface
 finish:

RED, MANOIR, GROUNG, AGED MOSS, FOSCA, EDETANIA, LAMALOU, CASTILLA

Mass
 coloration:
Fixing types: Nail

A1 A1

External fire perfomance EN 13501-5 Broof (t1/t2/t3) Broof (t1/t2/t3)

Further
information: Assembly according to Standard UNE 136020Piece without water repellent treatment

Accessories:

Modified on: 2023-03-29
Validity date: 2028-03-29 Product certification body accredited by ENAC, number 1/C-PR271 R-DTC-076.05


		C=ES, O=AENOR INTERNACIONAL S.A.U., OU=DIRECCIÓN CERTIFICACIÓN DE PRODUCTO, OU=DIRECCIÓN ASEGURAMIENTO TÉCNICO Y CALIDAD, OID.2.5.4.97=VATES-A83076687, CN=SELLO AENOR
	2023-04-03T18:21:00+0200
	9/7/2021 1:29:08 PM
	certificados@aenor.com
	Refs. Homologación Nº: Aeat:9086E431B2BAF028, Guipuzkoa:1A6E6E4AC7109480, Bizkaia:BHSD160504ZERO0022, Navarra:28820072008464527, Álava:2009/17322/1




