
Approximate values: If the roof tiles are installed on battens, the useful 
length must be calculated on site. A tolerance of ± 2% is allowed on the 
dimensions of the roof tiles according to EN 1024. 

Type: Double lateral overlapping and double longitudinal overlapping. 
Installation must comply with Code of practice for the design and 
fixing of roofs with clay roofing tiles for the region and Tejas Borja 
specifications.

(*) Check pitch pannel according to the roof length and the 
geographical area.

** The tiles are subject to minimum order and must be multiples thereof.

TB S+

NEW 
S-INTERLOCKING 

ROOF TILE

Dimensions 475 mm x 260 mm

Minimum pitch recommended 30% - 17º (*)

Weight 3,50 Kg./Unit

Units / sq. m. 11 Units

Units per LM eave line 4,52-4,74 Units

Useful width 221-211 mm

Useful length (Batten distance) VARIABLE 395-410 mm

Pallet data (X5) 280 Units / 1027 Kg.

Minimum order 7 Units **

Similar to curved roof tiles, "S" shape

Secure support on batten

Easy installation, pre-marked hole

Secure overlap, guaranteed tightness

	

	

	

	

Longitudinal Overlap
15 mm

Easy to 
install



TB S+ / FINISHES

ACCESSORIES

Circular Ridge
43 x 23 x 9 cm. 

2,5 Units/ml / 2,90 Kg.
Max. Slope.  47%-25.10º

Circular Hip Starter
43 x 20 x 8,5 cm.

 2,95 Kg.

Circular 3 Ways
37,5 x 23 x 9,5 cm. 

4,20 Kg.

Circular 4 Ways
38,5 x 44,5 x 13,5 cm.

4,50 Kg. 

Circular Straight 
End Cap

7,5 x 24,5 x 27,9 cm.
2,40 Kg. 

Circular Curved 
End Cap

17,5 x 26,7 x 27 cm.
2,80 Kg.

Cover+ Ridge
44 x 28,5 x 10,5 cm.

2,5 Units/ml / 3,40 Kg.
Max. Slope.  47%-25.10º

Cover+ Hip Starter
43,5 x 23 x 8,5 cm.

 3,20 Kg.

Cover+ 3 Ways
32,5 x 42,5 x 14,5 cm.

3,10 Kg.

Cover+ 4 Ways
40,5 x 40,5 x 14 cm.

4,00 Kg.

Cover+ Straight 
End Cap

6,5 x 27 x 31 cm.
2,00 Kg.

Cover+ Curved 
End Cap

14,7 x 27,5 x 29,5 cm.
2,25 Kg.

Under Ridge
24 x 12,2 x 5,6 cm.

5 Units/ml (on monopitch)
0,80 Kg.

Straight Edge 
Left

47 x 9 x 17 cm.
2,5 Units/ml 3,00 Kg.

Straight Edge 
Right

47 x 9 x 17 cm.
2,5 Units/ml 3,00 Kg.

Curved Edge 
Left

47 x 24,5 x 16 cm.
2,5 Units/ml / 3,30 Kg.

Curved Edge 
Right

47 x 24,5 x 16 cm.
2,5 Units/ml / 3,30 Kg.

Universal Angular Edge 
(on monopitch)

43 x 14,5 x 14,5 cm.
2,5 Units/ml / 2,85 Kg.

Chimney d.140 
22,5 Øext-20 Øint x 23,5 cm.

 2,35 Kg.

Ventilation Cap 
24,5 Øext-22 Øint x 6 cm.

1,70 Kg.

Chimney Carrier 
TBS+ d.130

47.5 x 26 x 11.5 cm.
3.5 Kg.

Half TBS+
48 x 16.5 x 5.5 cm.

1.9 Kg.

Tile and a Half TBS+
47.5 x 38 x 8.5 cm.

4.9 Kg.

Ventilation TBS+
47.5 x 26.5 x 7.2 cm.

3.6 Kg.
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NB: TBS+ Centenaria finishes are 
untextured. Finishes on TBS+ tiles 
are applied to one side only.

NATURE

Red Moss Red Fosca

Manoir® Lamalou® Castilla

CENTENARIA®

Ground


